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INSTALLATION INSTRUCTIONS 

Between the Bead Inside Mount Adhesive
Strips (Non-Drill) Installation 

For Honeycomb, Pleated, Venetian, and Roman shade models 
for tilt and turn windows

Honeycomb or Pleated Venetian Roman
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Preparing for the installation

Step 1
Surface Preparation

Clean the glass surface where the adhesive
will be applied using the included cleaning
cloth.
The glass must be clean and completely dry,
free of grease, oil, dirt, and silicone residue.
If there is heavy or stubborn buildup, pre-
clean the glass with a standard household
glass cleaner and allow it to dry fully before
installation.

Temperature 

The recommended installation temperature
(surface and room temperature) is between
59°F and 77°F.
Avoid installing under conditions that may
cause condensation, such as when materials
are moved from a cold space into a warmer
room.

Caution: Protect the blind fabric from dirt during installation.
Note: Only commercially available cleaners may be used to clean the windows

after the adhesive strip is installed.
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Step 2
Insert the angle brackets with the footplates (tension or clamping shoes) into the adhesive
strips.  

PAY ATTENTION TO THE LEFT AND RIGHT SIDES. The rear indent faces the inner bead
and rests over the rubber seal. The footplate’s open ended side faces toward the glass. 

WARNING: DO NOT ATTACH THE ADHESIVE STRIPS TO THE GLASS BEFORE
INSERTING THE BRACKETS WITH THE FOOTPLATES INTO THE ALUMINUM STRIPS.  

Once the strips are adhered to the glass, it is no longer possible to insert the brackets.

Clean the glass where the strips will adhere with the cleansing pad that came with your
shades.  

tension shoe
or footplate

angle bracket
with footplate

left side has rear
indent on left 

right side has rear
indent on right 

left side placement

right side placement

Preparing the Adhesive Strips
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Press the adhesive strip onto the
glass surface and push it in the
center between the upper and
lower seal up to the rubber seal
on each side. 

Step 3

Keep hold of the adhesive
strip and slowly pull the
protective film away to the
side, pressing it on at the
same time. 

Attention! After this step,
the adhesive strips can no
longer be repositioned or
moved.

1.  Press on the adhesive
strips again firmly. 

2.  Now you are ready to
mount the blind to the
footplates on the adhesive
strips. 

Adhesive Strip Installation: Attach the Adhesive
Strip to the Glass
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After you have affixed the adhesive strips to the glass, you are ready to attach the blind to the
mounting hardware.  

Carefully unwind the strings (side cords) wrapped around the blind.
Make sure the strings are free and not tangled. Locate the top clips (the
clips are attached to the side cords of the blind). The top of the blind
has the MHZ logo. Lift the top clip toward the mounting bracket so the
strings are positioned correctly.

Correct positioning means:
the strings are not twisted or tangled, and the excess string exiting the
top clip initially faces inward toward the window.

Before mounting the clip, run your finger between the strings to confirm
they are straight.  Twisted strings will interfere with proper blind
operation. These side cords are used to raise/lower the blind.

In the next step, you will prepare the cords for snapping the clips into
the tension shoes (footplates).

Before Step 4: Prepare the Blind for Mounting



Before mounting the top clip into the tension shoe, take any excess
string extending from the end of the clip and fold it back into the clip.
Push the string securely between the plastic lip and the clip so it does
not interfere with mounting. You only need to fold back the string on
the top clips, not the bottom clips. After this arrangement, the excess
string will exit away from the glass.

The string you have folded back may be used in the future to tighten or loosen the tension in the
blind if needed. (See Troubleshooting for instructions.)

DO NOT trim the excess string exiting the clip until the installation is complete and the tension has
been tested. Careful: Do NOT cut the side cords. 

Arranging Excess String (Top Clips Only)

Step 4
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Release cord

5.

6.

7.
Snap the clips into their corresponding tension shoes,
starting with the top clip on one side, then the bottom
clip on the same side, before moving to the other side.
You should hear or feel a slight click when each clip is
properly seated.

Steps 5–7: Snap the Clips into the Tension
Shoes

As additional clips are installed, the cord tension
increases. When you reach the final clip, the cord may
retract quickly and the blind may pull out of level. This is
normal.

Step 8: Manage Cord Tension for the
Final Clip

Step 9: Snap the Final Clip into Place
While maintaining control of the cord, snap the final clip into its tension shoe until it clicks into
place.

Once installed, the blind should sit level and move freely.

Step 10: Slide Plastic Grips onto Rails

You may skip this step if you have aluminum grips. Slide the plastic grips onto the rails. The top rail
is identified by the MHZ logo. Aluminum grips come pre-installed. 

Remove the protective paper from the blind. The blind is now ready to be raised or lowered.

Step 11: Remove the Protective Paper

To seat the final clip: maintain a firm grip on the cord, and gently pull downward on the cord as
needed to guide it into position. Expect more resistance during this step than with the previous clips.

Steps 5–9: Mounting the Blind to the Footplates on
the Adhesive Strips
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Check the blind for proper string tension. Open and close the blind to ensure it moves smoothly.
Tap the top rail to confirm it holds its position. If it maintains its position, the tension is correct.

If the blind does not move smoothly, the tension may be too tight.

After confirming proper tension, you may cut off any excess string extending from the clips,
taking care not to cut the side operating strings running through the blind.

Double-check that the blind rails (the top and bottom rail hardware attached to the fabric) snap
securely into the brackets (tension shoes). Once confirmed, the installation is complete.

See the troubleshooting section if:
the blind does not stay in place (tension too loose), or
the blind moves stiffly (tension too tight).

Enjoy your new window treatments!

Final Steps

Troubleshooting
Tension Adjustment

The factory sets the correct tension for your blind. In some cases, minor adjustment is required after
installation.

If the blind does not stay in place or moves stiffly after testing, the cord tension may need
adjustment.

To adjust the tension, locate the cord clamping shoe cover at the end of the operating cords (see
image). Release the clip. 

Troubleshooting (continued on next page)



1.

1.

2.

Adjusting Aluminum Adhesive Strips

If the aluminum adhesive strips are slightly longer than required for your window opening, they may
be trimmed to size prior to installation.

Use a hacksaw to carefully cut the strip to the required length.
After cutting, use a coarse, flat metal file to smooth the cut edge.
A miter saw may also be used if available.

Trim the strip gradually, checking the fit as you go. Strips that are too long can be shortened; strips
cut too short cannot be corrected.

Once the clip is detached, use the small Allen wrench provided:

Loosen the set screw slightly.
Pull the cord forward to increase tension, or
Pull the cord backward to reduce tension.
Retighten the set screw once the desired tension is achieved.

Adjust one cord on each side of the blind. Make small adjustments and test the blind after each
change.

To release a clip:

Insert a small flat tool (such as a small flathead screwdriver) into the narrow gap between the clip
and the tension shoe.
Apply gentle pressure to disengage the clip.
The clip will release from the tension shoe.
Only minimal leverage is required. Do not force the clip.

Troubleshooting (continued)
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1.  Remove the tension
shoe covers in each
corner.

2.  Unscrew and remove
the tension shoes
(footplate) from all
mounting locations.

Pull a cord through the
screw hole in the angle
bracket insert, then tie the
cord into a secure loop.

Heat the adhesive strip with a
hot air dryer, then pull it off
the glass surface using the
loop. Note: Adhesive tape
cannot be reused once strip
has been removed.

Step 1 Step 2 Step 3

Removing the installed blind system and the
adhesive strip
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	Preparing for the installation
	Step 1
	Surface Preparation
	Clean the glass surface where the adhesive will be applied using the included cleaning cloth.
	The glass must be clean and completely dry, free of grease, oil, dirt, and silicone residue.
	If there is heavy or stubborn buildup, pre-clean the glass with a standard household glass cleaner and allow it to dry fully before installation.
	Temperature
	The recommended installation temperature (surface and room temperature) is between 59°F and 77°F.
	Avoid installing under conditions that may cause condensation, such as when materials are moved from a cold space into a warmer room.
	Caution: Protect the blind fabric from dirt during installation. Note: Only commercially available cleaners may be used to clean the windows after the adhesive strip is installed.
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	Preparing the Adhesive Strips
	Step 2
	Insert the angle brackets with the footplates (tension or clamping shoes) into the adhesive strips.
	PAY ATTENTION TO THE LEFT AND RIGHT SIDES. The rear indent faces the inner bead and rests over the rubber seal. The footplate’s open ended side faces toward the glass.
	WARNING: DO NOT ATTACH THE ADHESIVE STRIPS TO THE GLASS BEFORE INSERTING THE BRACKETS WITH THE FOOTPLATES INTO THE ALUMINUM STRIPS.
	Once the strips are adhered to the glass, it is no longer possible to insert the brackets.
	Clean the glass where the strips will adhere with the cleansing pad that came with your shades.
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	Adhesive Strip Installation: Attach the Adhesive Strip to the Glass
	Step 3
	Press the adhesive strip onto the glass surface and push it in the center between the upper and lower seal up to the rubber seal on each side.
	Keep hold of the adhesive strip and slowly pull the protective film away to the side, pressing it on at the same time.
	Attention! After this step, the adhesive strips can no longer be repositioned or moved.
	Press on the adhesive strips again firmly.
	Now you are ready to mount the blind to the footplates on the adhesive strips.
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	Before Step 4: Prepare the Blind for Mounting
	After you have affixed the adhesive strips to the glass, you are ready to attach the blind to the mounting hardware.
	Carefully unwind the strings (side cords) wrapped around the blind. Make sure the strings are free and not tangled. Locate the top clips (the clips are attached to the side cords of the blind). The top of the blind has the MHZ logo. Lift the top clip toward the mounting bracket so the strings are positioned correctly.
	Correct positioning means: the strings are not twisted or tangled, and the excess string exiting the top clip initially faces inward toward the window.
	Before mounting the clip, run your finger between the strings to confirm they are straight.  Twisted strings will interfere with proper blind operation. These side cords are used to raise/lower the blind.
	In the next step, you will prepare the cords for snapping the clips into the tension shoes (footplates).
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	Arranging Excess String (Top Clips Only)
	Step 4
	Before mounting the top clip into the tension shoe, take any excess string extending from the end of the clip and fold it back into the clip. Push the string securely between the plastic lip and the clip so it does not interfere with mounting. You only need to fold back the string on the top clips, not the bottom clips. After this arrangement, the excess string will exit away from the glass.
	The string you have folded back may be used in the future to tighten or loosen the tension in the blind if needed. (See Troubleshooting for instructions.)
	DO NOT trim the excess string exiting the clip until the installation is complete and the tension has been tested. Careful: Do NOT cut the side cords.
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	Steps 5–9: Mounting the Blind to the Footplates on the Adhesive Strips
	7.
	5.
	6.

	Steps 5–7: Snap the Clips into the Tension Shoes
	Snap the clips into their corresponding tension shoes, starting with the top clip on one side, then the bottom clip on the same side, before moving to the other side. You should hear or feel a slight click when each clip is properly seated.

	Step 8: Manage Cord Tension for the Final Clip
	As additional clips are installed, the cord tension increases. When you reach the final clip, the cord may retract quickly and the blind may pull out of level. This is normal.
	To seat the final clip: maintain a firm grip on the cord, and gently pull downward on the cord as needed to guide it into position. Expect more resistance during this step than with the previous clips.

	Step 9: Snap the Final Clip into Place
	While maintaining control of the cord, snap the final clip into its tension shoe until it clicks into place.
	Once installed, the blind should sit level and move freely.

	Step 10: Slide Plastic Grips onto Rails
	You may skip this step if you have aluminum grips. Slide the plastic grips onto the rails. The top rail is identified by the MHZ logo. Aluminum grips come pre-installed.

	Step 11: Remove the Protective Paper
	Remove the protective paper from the blind. The blind is now ready to be raised or lowered.
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	Final Steps
	Check the blind for proper string tension. Open and close the blind to ensure it moves smoothly. Tap the top rail to confirm it holds its position. If it maintains its position, the tension is correct.
	If the blind does not move smoothly, the tension may be too tight.
	After confirming proper tension, you may cut off any excess string extending from the clips, taking care not to cut the side operating strings running through the blind.
	Double-check that the blind rails (the top and bottom rail hardware attached to the fabric) snap securely into the brackets (tension shoes). Once confirmed, the installation is complete.
	See the troubleshooting section if: the blind does not stay in place (tension too loose), or the blind moves stiffly (tension too tight).
	Enjoy your new window treatments!

	Troubleshooting
	Tension Adjustment
	The factory sets the correct tension for your blind. In some cases, minor adjustment is required after installation.
	If the blind does not stay in place or moves stiffly after testing, the cord tension may need adjustment.
	To adjust the tension, locate the cord clamping shoe cover at the end of the operating cords (see image). Release the clip.

	Troubleshooting (continued on next page)
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	Troubleshooting (continued)
	To release a clip:
	Insert a small flat tool (such as a small flathead screwdriver) into the narrow gap between the clip and the tension shoe. Apply gentle pressure to disengage the clip. The clip will release from the tension shoe. Only minimal leverage is required. Do not force the clip.
	1.
	1.
	2.
	Once the clip is detached, use the small Allen wrench provided:
	Loosen the set screw slightly.
	Pull the cord forward to increase tension, or
	Pull the cord backward to reduce tension.
	Retighten the set screw once the desired tension is achieved.
	Adjust one cord on each side of the blind. Make small adjustments and test the blind after each change.
	Adjusting Aluminum Adhesive Strips
	If the aluminum adhesive strips are slightly longer than required for your window opening, they may be trimmed to size prior to installation.
	Use a hacksaw to carefully cut the strip to the required length.
	After cutting, use a coarse, flat metal file to smooth the cut edge.
	A miter saw may also be used if available.
	Trim the strip gradually, checking the fit as you go. Strips that are too long can be shortened; strips cut too short cannot be corrected.
	www.realisticdesignnyc.com

	Subject to technical changes, edition 02.2024

	Removing the installed blind system and the adhesive strip
	Step 1
	Remove the tension shoe covers in each corner.
	Unscrew and remove the tension shoes (footplate) from all mounting locations.

	Step 2
	Pull a cord through the screw hole in the angle bracket insert, then tie the cord into a secure loop.

	Step 3
	Heat the adhesive strip with a hot air dryer, then pull it off the glass surface using the loop. Note: Adhesive tape cannot be reused once strip has been removed.
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